Report of Analysis

Client: Sprague Energy L.ab Reference Number: 2010-NYHB-002257
Job Location: Sprage Rensselaer, New York Date Taken: 30-Aug-2010
Our Reterence Number: Client Reference:
EPA Qty. - US Gals.:
EPA Qty. - US Bbis.:
Sample 10: 2010-NYHB-002257-128 Sample Designated As: 8 oil
Vassel/Location: Albany, NY Cate Tested: 4-0ct-2010
Representing: SHORE TANK 15 Submitted Composite
Method Test Resuit Unit
ASTM D129§ APt Gravity @ 60 %F 10.3 AP
ASTM D4294 Sulfur Content 1.09 Wt %
ASTM D97 Pour Paint ] €
ASTM D97 Pour Point 42.8 oF
ASTM D445 Kinematic Viscosity @ 122 °F/ 50 *C 253.6 mm#s
ASTM D218 Saybolt Furol viscosity, 122 °F 119.9 SF8
ASTM D83 Procedure Used B
ASTM D93 Corrected Flash Point 200 °F
ASTM D1796 Waler and Sediment 0.80 Vol %
ASTM D482 Ash @ 775 °C 0.062 Wi %
ASTM D240 Gross BTU - LB 18138 BTU/b
ASTM D240 Gross BTU - Gal (Calculated) 160748 BTU/gat
ASTM D473 Sediment by Extraction 0.02 Mass %
ASTM D5782 Nitragen Content 3400 ppm
ASTM D5708_MOD Sodium, ppm 10.7 ppm
ASTM D5768 Vanadium Content 23.1 mgrkg
1P 143 Asphaltene Contant 3.5 W1t %
ASTM D85 Watar Content 0.5 Vol %
ASTM D4530 Average Micro Method Carbon Residue 10.2 Wi %
ASTM D240 Gress BTU - MJikg 42.190 MJ/kg
ASTM D240 Net BTU - MJikg 39.775 Mdrkg
ASTM D5291 Carbon Content 87.43 Wt %
ASTM D5291 Hydrogen Content 11.39 Wi %
ASTM D5291 Nitrogen Contant 0.45 Wi %
' Outside Scope of Method

Signed: Date:
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Kamlesh Patel, Laboratory Supervisor
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